
Ozone concentration and flow rate Ozone generating amount and flow rate
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Flow rate [L/min]

Model UOG-LC40G LOG-LC160G

Max. concentration 200 g/m3 200 g/m3

Max. generating amount Up to 40 g/h or more Up to 160 g/h or more

Electric power AC100V or 220V / 800VA AC100V or 220V / 4000VA

Material of flow path Non metal Non metal

Cooling method Water cooling Water cooling

Weight 11 kg 100 kg

Size 280W, 200D, 496H 750W, 502D, 1415H
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Flow rate [L/min]

Up to 13% or more
Up to 40g/h or more

Specifications

Ozone production
1 unit: 40 g/h

496

280

Suitable for Built in

Compact
-Size: 280W , 200D , 496H

-Weight: 11kg

High power
-More than 13 w% concentration
-40 g/h of ozone generating amount

High function
-Metal free ozone gas generating

-Various Input / Output

Suitable for various uses

Ozonated water

Precision cleaningOxidation process

Waste liquid treatment

Strong points

EcoDesign, Inc.

510-1 Kamihurutera, Ogawamachi, Hikigun,

Saitama, Japan Website:

Email address: mail@ecodesign-labo.jp http://www.ecodesign-lab.com/

4 units for
LOG-LC160G

Adding units

Increasing in
ozone amount

Compact Ozone Generator Module “UOG-LC40G”


